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Trellis Cable Kit
Instruction Guide

Trellis Cable Kits are quick and easy to add while erecting your tunnel and can
be retrofitted to any tunnel equipped with wind bracing and centre purlin.

Each Trellis Cable Kit comprises of:

* 1x3.2mm Stainless Steel Cable with a swaged loop at

one end

» 2 x Stainless Steel Cable Clamps to adjust and secure at
the other end

* 2 xBrace Bands to attach the cable to the tunnel’s end
hoops, with the option of Stainless Steel Cable Hangers
to attach at every hoop position using a 12g Hex

Head Screw.

Add as many cables as required. Growers may use one
or two Trellis Cables per bed for various crops including

capsicum, eggplant and tomato if required.
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Kit 1 - without Cable Hangers

Cross Brace Trellis Poles are required

Kit 2 - 130mm Cable Hangers
Suggested for use with side beds

Kit 3 - 260mm Cable Hangers

Suggested for use with inner positioned beds

We recommend the use of the following bracing kits
(supplied separately) to assist with supporting multiple lines
of weighty crops:

» Kit1- End Hoop Purlin Brace Kit

* Kits2 & 3 - Header Brace Kit

If you have any concerns during the build of your Trellis

Cable Kit, please contact:

James Hutchinson, Senior Consultant
Phone: +61427 995 867
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TRELLIS CABLE KIT GUIDE

Component List
ActiveVista Trellis Cable Kits Include:

Label Description Kit1 Kit 2 Kit 3

Qty Qty Qty
u Brace Bands (35mm or 32mm) 2 2 2
B} | sottandNut 2 2 2
Trellis Cable - 3.2mm AlISI 316 w/ Swaged End * * ™
E Cable Thimble - Stainless Steel 1 1 1
E Cable Clamps - Stainless Steel 2 2 2
Cable Hanger - 130mm Stainless Steel (per hoop - excluding end hoops) N/A 1* 1*
Cable Hanger - 260mm Stainless Steel (per hoop - excluding end hoops) N/A 1 1
m Hex Head Screw 12g - Self driving N/A T T

*Length as per purchase option.
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TRELLIS CABLE KIT GUIDE

Component Reference Guide

TOOLS REQUIRED:

- 2x Pliers

- 1x 5mm spanner/socket or long nose pliers (to close Cable Clamps)
- String Line

- Marker pen

- 1.6m A-Frame ladder

- Drill

- 5/16" Nutsetter driver for 12g Hex head screws

- Spirit level
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TRELLIS CABLE KIT GUIDE

Step 1A - Fit Brace
Bands to Cross
Bracing Header
Pole (Kit 1 only)

Step 1A

If retrofitting to an End Wall where the Cross Bracing Trellis

Pole has Locking Channel on the exterior; first loosen

locking channel on outer hoop edge to slide brace band

onto the Header Pole.

1Al

1A.2

1A.3

1A.4

1A.5

Release wiggle wire and film and loosen off hex

head screw in locking channel.

Open out the Brace Band (A) about 15mm using
the pliers and push onto the header pole.
(See Step 1A.2 Image.)

Position Brace Band (A) in line for your crop
requirement with the tab facing the length of the
tunnel. (See Step 1A.3 Image.)

Place Bolt and Nut (B) into Brace Band (A),
ensuring bolt is placed facing downwards to avoid

damage to greenhouse film.

Repeat steps with Brace Band (A) at other

tunnel end.
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STEP 1A.2

STEP 1A.3
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TRELLIS CABLE KIT GUIDE

Step 1B - Fit Brace
Bands to End Hoop
(Kits 2 and 3 only)

Step 1B

If retrofitting, loosen locking channel on outer hoop edge

to slide brace band on.

1B.1

1B.2

1B.3

1B.4

1B.5

Release wiggle wire and film and loosen off hex

head screw in locking channel. (See Step 1B.1Image.)

Open out the Brace Band (A) about 15mm or so
using the pliers and push onto the tunnel hoop.
(See Step 1B.2 Image.)

Position Brace Band (A) in line for your crop
requirement with the tab facing the length of the
tunnel. (See Step 1B.3 Image.)

Place bolt and nut into Brace Band (A), ensuring
boltin placed facing downwards to avoid damage

to greenhouse film.

Repeat steps with Brace Band (A) at other

tunnel end.
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STEP 1B.3
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TRELLIS CABLE KIT GUIDE

Step 2 - Fit | e
Cable Hangers )‘
(Kits 2 and 3 only)

Step 2A

Attach a String Line between the tunnel ends in your

required hanging position.

Step 2B

Mark the positions vertically above or horizontally beside

the string line with a marker pen.

Step 2C

Drill holes into the side of the hoop steel using the self

driving 12g Hex Head Screws (H) making sure to not over
drill resulting in a loose attachment. If this occurs get a 14g

screw to replace.

Step 2D

Position the hole of the Cable Hanger (F/G) and rescrew
into position (See Step 2 Image).
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TRELLIS CABLE KIT GUIDE

Step 3 - Feed Trellis
Cable Through
Tunnel Length

Step 3A

Kit 1
Simply run the Trellis Cable (C) on top of the Cross Bracing
Trellis Poles. STEP 3B

Step 3B

Kits2 & 3
Run the Trellis Cable (C) through the holes in the base of
the Cable Hangers (F/G).

Step 4 - Attach
Swaged End of
Trellis Cables to
Brace Bands

Step 4

Attach the swaged end of the Trellis Cable (C) to the Brace
Band (A), don't over tighten. The Thimble (D) should be
movable with fingers. (See Step 4 Image.)
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TRELLIS CABLE KIT GUIDE

Step 5 - Attach
Non-Swaged End
of Trellis Cables to
Brace Bands

STEP 5A

Step 5A

Place the Bolt (B) through the Brace Band (A) and centre of
the Thimble (D) and add the nut so that it is secured to the
bolt. Don't over tighten the nut, allowing the thimble to be
moved by hand (just).

Step 5B

Slide the Trellis Cable (C) through both Cable Clamps (E)
(See Step 5B image) before looping the cable around the
Thimble (D) and back through the Cable Clamps (E).

Step 5C

Pull the Trellis Cable (C) through tightly, avoid

over tightening.

Step 5D

Secure the Cable Clamp (E) closest to the Brace Band (A)
within 1-2 cm of the Thimble (D) then secure the remaining
Cable Clamp (E) 10-15cm back and cut off excess cable
(See Step 5D Image).

Trellis Cable Kit Guide | ActiveVista

ACV007 - Trellis Cable Kit A4_02.indd 10 1/8/2025 10:58 am ‘



///@
AGTIVEVISTA

1690 Huon Road, Longley
Tasmania AUS 7150

Phone +61 427 995 867

www.activevista.com.au

ACV007 - Trellis Cable Kit A4_02.indd 11 1/8/2025 10:58 am



